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More Power, More Efficiency: BiTurbo Engines for New Movano 

 

• Up-to-date: economical BiTurbo powertrains certified to newest standards 

• Cost reduction: low fuel consumption, long service intervals 

• Traction: front or rear-wheel drive, twin rear wheels and limited-slip differential 

 

 

Rüsselsheim.  The new Opel Movano is practical, user-friendly and efficient. The new front 

design clearly identifies the Movano as a member of the Opel family. Equally typical of the 

German brand are the traditional strengths of the biggest model in the Opel LCV portfolio. 

The new Movano is available in four lengths and three heights, with up to 4.5 tonnes 

maximum payload and 17 cubic metres of cargo volume. A total of 150 different body and 

conversion variants are offered ex works. Numerous assistance systems and technologies 

make life at work safer and more pleasant. With a total of 22 storage compartments and 

spaces there is lots of room for everything needed on a daily basis.  

 

The cost of ownership is especially important to businesses and fleet operators. Here, the 

new Movano is more efficient in every way. The engine range features exclusively BiTurbo 

diesel power units, which are certified according to the currently strictest standard. The 

engines produce higher power and develop more torque. Customers can choose from front 

or rear-wheel drive and six-speed manual or (at a later date) automated manual 

transmissions. An optional limited-slip differential provides additional traction on slippery 

surfaces, such as at building sites. 

 

Economical, pro-environmental: highly efficient BiTurbo diesel engines 

 

The new Movano impresses with excellent values for operating costs in all relevant areas. 

These range from service intervals extended to 40,000 kilometres or two years, moderately 

priced spare parts and materials, and engines with low running costs. 
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The powertrain portfolio of the new Movano is based on the powerful BiTurbo diesel with 

its modest fuel consumption. The 2.3-litre power units – which all comply with the strict 

Euro 6d-TEMP (light duty) or Euro VId (heavy duty) emissions standards – range from 

96kW (131hp) to 133kW (180hp). Compared with the previous generation, they have 

between five and ten more horsepower and 20 to 40 Newton metres higher torque. The 

top-of-the-line 133kW (180hp) BiTurbo develops maximum torque of 400Nm. At the same 

time, the moderate fuel consumption has a positive effect on the budget.  

 

 Light Duty Homologated Diesel Engines Heavy Duty Homologated Diesel Engines  

 2.3 Turbo D  2.3 Turbo D 
(S/S) 

2.3 Turbo D 1 
(S/S) 

2.3 Turbo D  2.3 Turbo D  
(S/S) 

2.3 Turbo D  
(S/S) 

Output 100 kW/136 
PS 

110 kW/150 
PS 

133 kW/180 
PS 

96 kW/131 PS 107 kW/145 
PS 

120 kW/163 
PS 

@ min-1 3500 3500 3500 3500 3500 3500 

Max. torque 360 385 400 330 360 380 

@ min-1 1500 1500 1500 1500 1500 1500 

Emission level  Euro 6d- 
TEMP 

Euro 6d- 
TEMP 

Euro 6d- 
TEMP 

Euro VI-d Euro VI-d Euro VI-d 

Transmission 6-speed 
manual 

6-speed 
manual 

6-speed 
manual 

6-speed 
manual 

6-speed 
manual 

6-speed 
manual 

Consumption 
NEDC1 in l/100 km, 
Euro 6d TEMP  
(Preliminary) 

      

Urban 7.9 – 6.7 6.8 – 5.3 6.7 – 5.3 9.7 – 9.4 8.9 – 7.1 8.9 – 7.1 

Extra-urban 7.0 – 6.7 6.7 – 6.1 7.5 – 6.1 8.5 – 8.1 8.4 – 7.4 8.4 – 7.4 

Combined 7.3 – 6.7 6.7 – 5.8 7.2 – 5.8 9.0 – 8.6 8.6 – 7.3 8.6 – 7.3 

CO2 combined in 
g/km 

191 - 177 175 - 154 188 - 154 233 -224 225 - 191 225 - 191 

  

                                                      
1 The fuel consumption and CO2 emissions figures mentioned are determined according to the new 
World Harmonised Light Vehicle Test Procedure WLTP (Regulation EU 2017/948), and the relevant 
values are translated back into NEDC to allow the comparability with other vehicles. Please contact 
your dealer for the latest information. The values do not take into account in particular use and 
driving conditions, equipment or options and may vary depending on the format of tires.  
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Consumption 
WLTP2 in l/100 km 
(Preliminary) 

      

Combined 11.1 – 9.0 11.1 – 8.8 11.2 – 8.9 - - - 

CO2 combined in 
g/km 

327 - 236 323 - 230 330 - 235 - - - 

 

Opel customers can choose between engines with six-speed manual or automated manual 

transmissions. In addition to front-wheel drive, the “heavy duty” Movano also offers the 

option of rear-wheel drive, also with twin wheels. This enables the Movano to be converted 

into a heavy duty vehicle, such as an ambulance. Rear-wheel drive versions of the Movano 

can be ordered with a limited-slip differential. If one wheel starts to spin on a slippery 

surface, the torque is diverted to the wheel with more grip. Certain versions of the Movano 

are optionally available with all-wheel drive. 

 

 

About Opel 
Opel is one of the largest European car manufacturers and was founded by Adam Opel in 
Rüsselsheim, Germany, in 1862. The company started building automobiles in 1899. Opel has been 
part of the Groupe PSA since August 2017. Together with its British sister brand Vauxhall, the 
company is represented in more than 60 countries around the globe selling over one million vehicles 
in 2018. Opel is currently implementing its electrification strategy to secure sustainable success and 
ensure that the future mobility demands of customers are met. By 2024, all European passenger car 
models will offer an electric variant. This strategy is part of the company plan PACE! with which 
Opel aims to become sustainably profitable, global and electric. 
Visit https://int-media.opel.com 
https://twitter.com/opelnewsroom 

 

 

Contact: 

 
Martin Golka +49 (0) 6142-7-55215  martin.golka@opel.com 
Colin Yong +49 (0) 6142-7-69576  colin.yong@opel.com 

 

                                                      
2 The fuel consumption and CO2 emissions figures mentioned comply with the WLTP homologation 
(regulation EU 2017/948). From 1 September 2018, new vehicles are type-approved using the 
World Harmonised Light Vehicle Test Procedure (WLTP), which is a new, more realistic test 
procedure for measuring fuel consumption and CO2 emissions. The WLTP fully replaces the New 
European Drive Cycle (NEDC), which was the test procedure used previously. Due to more realistic 
test conditions, the fuel consumption and CO2 emissions measured under the WLTP are in many 
cases higher compared to those measured under the NEDC. The fuel consumption and 
CO2 emissions figures may vary depending on specific equipment, options and format of tires.  
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